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Note: Single arrow icons indicate that the 
traffic event affects traffic traveling in the 
direction of the arrow. Double arrows indicate 
that both directions are affected.

If the map is scrolled to any of the above 
events, further details are available and are 
indicated as one of the following icons.

USING TMC
Dynamic route guidance will calculate an 
alternative route to avoid a traffic event when 
the system receives an event warning. The 
system calculates a new route for all sections. 
However, if any way points are set, the system 
calculates for the next waypoint. If the event on 
route is serious (closed road) or if the new 
route is shorter than the current one and the 
current one was not recalculated within the last 
5 minutes, then a message to confirm the new 
route will be displayed. This pop-up message 
will be displayed for 5 minutes and if the new 
route is not rejected, then the vehicle will stay 
on the current route.

OFF ROAD NAVIGATION
The system can be switched between On-road 
and Off-road navigation by pressing the facia 
NAV button twice, from anywhere in the 
system, then selecting On road or Off road as 
required. The Navigation soft key on the Touch 
screen Home menu displays On road NAV or 
Off road NAV, whichever is the current 
Navigation mode.

Off-road navigation maps are similar to the 
on-road maps but have additional features and 
information, such as a large compass display, 
heading, altitude, latitude and longitude etc.

When switching to off-road navigation mode 
during on-road guidance, the current 
highlighted route will be removed from the 
map and on-road guidance will be suspended.

Waypoints and destination icons will remain 
displayed. The destination is marked with a 
double circle.

When exiting off-road guidance, the system 
recalculates the route and reverts to on-road 
guidance.

Note: TMC is not available in off-road 
navigation mode.
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