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4. Puddle lamps.

5. Glove box lamp.

6. Footwell lamps.

WINDOW RESET
The windows will need to be reset if the battery 
is disconnected, becomes discharged or power 
supply is interrupted.

Reset as follows:

1. Close the window fully.

2. Release the switch, then lift it to the close 
position and hold for 1 second.

3. Repeat the procedure on each window.

SUNROOF RESET
If the battery is disconnected or the power 
supply is interrupted whilst the sunroof is 
partially open, it will need to be recalibrated.

Once the battery is reconnected or the power 
supply is restored, recalibrate the sunroof as 
follows:

1. Switch the ignition on.

2. With the sunroof closed, press and release 
the front of the switch. The sunroof will 
move to the tilted position.

3. Press the front of the sunroof switch and 
hold for 20 seconds.

4. After 20 seconds, the sunroof will begin to 
move. Keep the front of the switch pressed 
until the fully open/close cycle has 
completed.

5. Once the sunroof has stopped moving, 
release the switch.

The sunroof can now be operated as normal.

PARTS AND ACCESSORIES
The fitting of non-approved parts and 
accessories, or the carrying out of 
non-approved alterations or 
conversions, may be dangerous and 
could affect the safety of the vehicle 
and occupants and also invalidate the 
terms and conditions of the vehicle 
warranty.

Land Rover will not accept any 
liability for death, personal injury or 
damage to property which may occur 
as a direct result of fitment of 
non-approved accessories or the 
carrying out of non-approved 
conversions to Land Rover vehicles.

CLEANING THE EXTERIOR
Remove any heavy deposits of mud and 
dirt with a hose before washing the 
vehicle.

Some high pressure cleaning systems 
are sufficiently powerful to penetrate 
suspension joints, door/window seals 
and damage trim and door locks. Never 
aim the water jet directly at the engine 
air intake, heater air intakes, body seals 
(doors, sunroof, windows etc.) or at 
any components which may be 
damaged (lights, mirrors, exterior trim, 
suspension seals and gaiters, etc.). 
Make sure that the pressure washer 
nozzle is always at a distance of more 
than 12 inches (300 mm ) from any 
component of the vehicle.

Do not use a power wash system in the 
engine bay area.
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