
The fluid should be between the upper shoulder
and the bottom end of the dipstick.

TOPPING UP THE POWER STEERING
FLUID

Always top up with fluid of the correct
specification. See 115, LUBRICANTS
AND FLUIDS.

Do not fill the reservoir above the upper
level mark on the dipstick.

Note: The colour of power steering fluids may
vary. This is no cause for concern.

Top up to the MAX mark with fluid of the correct
specification. See 115, LUBRICANTS AND
FLUIDS.

85

Fluid level checks

R

Z3Vlc3Q7MjAyNS0xMC0yMlQxMDo1MjowNC41MzJaOzIxNi43My4yMTYuNjs=

https://topix.landrover.jlrext.com:443/topix/service/procedure/473926/PDF/ce47079f-20f8-463a-946f-2f8acf604543/en_GB?#pagemode=none&toolbar=0&statusbar=0&messages=0&navpanes=0&view=FitH&page=1
https://topix.landrover.jlrext.com:443/topix/service/procedure/473926/PDF/ce47079f-20f8-463a-946f-2f8acf604543/en_GB?#pagemode=none&toolbar=0&statusbar=0&messages=0&navpanes=0&view=FitH&page=1
https://topix.landrover.jlrext.com:443/topix/service/procedure/473926/PDF/ce47079f-20f8-463a-946f-2f8acf604543/en_GB?#pagemode=none&toolbar=0&statusbar=0&messages=0&navpanes=0&view=FitH&page=1
https://topix.landrover.jlrext.com:443/topix/service/procedure/473926/PDF/ce47079f-20f8-463a-946f-2f8acf604543/en_GB?#pagemode=none&toolbar=0&statusbar=0&messages=0&navpanes=0&view=FitH&page=1

