Technical specifications

WEIGHTS
Variant Vehicle weight |Gross Vehicle |Gross Train

from Weight (GVW)' |Weight (GTW)2

kg (Ib) kg (Ib) kg (Ib)
V6 Diesel - 5 seat 2115 3000 6 500

(4 663) (6614) (14 330)
V6 Diesel - 5+2 seat 2115 3150 6 650

(4 663) (6 945) (14 661)
V6 Diesel Hybrid - 5 seat 2372 3150 6150

(5 229) (6 945) 13 558)
V6 Diesel Hybrid - 5+2 seat 2372 3250 6 250

(5229) (7 165) (13779)
V8 Diesel - 5 seat 2 398 3200 6 700

(5 287) (7 055) (14 771)
V8 Diesel - 5+2 seat 2398 3250 6 750

(5 287) (7 165) (14 881)
V6 Petrol - 5 seat 2147 2 950 6 450

(4733) (6 504) (14 220)
V6 Petrol - 5+2 seat 2147 3100 6 600

(4 733) (6 834) (14 550)
V8 Petrol - 5 seat 2335 3050 6 550

(5148) (6 724) (14 440)
V8 Petrol - 5+2 seat 2 335 3250 6 700

(5148) (7 165) (14 771)
V8 Petrol - 5 seat - SVR 2 335 3000 6 650

(5 148) (6 614) (14 440)

' The maximum permissible weight of the vehicle, including passengers and load.

2 The maximum permissible weight of the vehicle and braked trailer, including their respective

loads.




Technical specifications

Variant Maximum front | Maximum rear |Maximum roof
axle load® axle load® crosshar load?
kg (Ib) kg (Ib) kg (Ib)

5 seat 1500 1775 100 (220)
(3307) (3913) 75* (165)

55** (121)

5+2 seat 1500 1900 100 (220)

(3307) (4 189) 75* (165)
55** (121)

the GVW limit.

" The front and rear axle maximum loads cannot be reached simultaneously, as this will exceed

2This is the permitted roof load, including the weight of the roof bars.

* SVR vehicles, 22" wheels & summer tyres, without panoramic roof.

** SVR vehicles, 22" wheels & summer tyres, with panoramic roof.




