
CAPACITIES

Capacity litres (pints)VariantItem

65 (14.3 gallons)DieselFuel tank

70 (15.4 gallons)Petrol

5.9 (10.4)DieselEngine oil refill and filter
change 5.4 (9.5)Petrol

1.9 (3.3)ManualGearbox

7.0 (12.3)Automatic

4.1 (8.7)With and without headlamp powerwashWasher reservoir

5.6 (9.9)Diesel manual with auxiliary heaterCooling system (refill)

5.4 (9.5)Diesel manual without auxiliary heater

5.9 (10.4)Diesel automatic with auxiliary heater

5.7 (10.0)Diesel automatic without auxiliary heater

4.6 (8.1)Petrol with auxiliary heater

4.4 (7.7)Petrol without auxiliary heater

The quoted capacities are approximate and
provided as a guide only. All the oil levels must
be checked using the level plugs, the Message
centre information or the drain and refill
procedure, as applicable.

WEIGHTS
Vehicle weights

Gross Train Weight
(GTW)² kg (lb)

Gross Vehicle Weight
(GVW)¹ kg (lb)

Vehicle weight from
kg (lb)

Variant

4 305 (9 491)2 505 (5 523)1 765 (3 891)Diesel 150PS manual,
with 5 seats

4 505 (9 932)2 505 (5 523)1 765 (3 891)Diesel 190PS manual,
with 5 seats

4 350 (9 590)2 600 (5 732)1 854 (4 087)Diesel 150PS manual,
with 7 seats

4 600 (10 141)2 600 (5 732)1 854 (4 087)Diesel 190PS manual,
with 7 seats
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Gross Train Weight
(GTW)² kg (lb)

Gross Vehicle Weight
(GVW)¹ kg (lb)

Vehicle weight from
kg (lb)

Variant

4 705 (10 373)2 505 (5 523)1 775 (3 913)Diesel 150PS
automatic, with 5 seats

5 005 (11 034)2 505 (5 523)1 775 (3 913)Diesel 190PS
automatic, with 5 seats

4 800 (10 582)2 600 (5 732)1 863 (4 107)Diesel 150 and 190PS
automatic, with 7 seats

4 505 (9 932)2 505 (5 523)1 744 (3 845)Petrol, with 5 seats

4 575 (10 086)2 575 (5 677)1 841 (4 059)Petrol, with 7 seats

¹ The maximum permissible weight of the
vehicle, including passengers and load.

² The maximum permissible weight of the
vehicle and braked trailer, including their
respective loads.

Note: For every 1 000m increase above sea
level, GTW must be reduced by 10%.

Maximum roof rack
load² kg (lb)

Maximum rear axle
load¹ kg (lb)

Maximum front axle
load¹ kg (lb)

Variant

75 (165)1 270 (2 800)1 340 (2 954)5 seat vehicles

75 (165)1 360 (2 998)1 310 (2 888)7 seat vehicles

¹ The front and rear axle maximum loads cannot
be reached simultaneously as this will exceed
the GVW limit.

² This figure includes the weight of the roof rack.

Towing weights

Maximum weight kg (lb)Trailer/Vehicle

750 (1 650)Unbraked trailers, all vehicles

1 800 (3 968)Braked trailer, Diesel 150PS, manual, with 5 seats

2 000 (4 409)Braked trailer, Diesel 190PS, manual, with 5 seats

1 750 (3 858)Braked trailer, Diesel 150PS, manual, with 7 seats

2 000 (4 409)Braked trailer, Diesel 190PS, manual, with 7 seats

2 200 (4 850)Braked trailer, Diesel 150PS, automatic, with 5 seats

2 500 (5 512)Braked trailer, Diesel 190PS, automatic, with 5 seats
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