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Standard tyres (Original equipment fitment)
Variant Tyre noise, wet
Load / . — Tyre approval grip, rolling CcccC
Size Manufacturer Tread pg\tternl Speed Sldevyall ~ S number resistance Number Comments
Commercial name X marking HE .
index N @ (e/E) approval number (China)
= (elE)
e2 0007600-s None From 2012 MY
7.50 R16 Michelin Latitude Cross 112/S - ° E2 00008620 ECE 117 E2
0213609

235/85R16 | Goodyear Wrangler MT/R 114/Q : . E13 009166 o18 000385 None From 2012 1Y to mid 2014
235/85 R16 Continental Cross AT 114/S - ) E4 0021178 e4 0017287-s None From 2012 MY
235/85 R16 Goodyear Wrangler MT/R 114/Q - . E13 0013111 o13 000385 None From mid 2014 MY

o *POR = Professional Off road use exempt from provisions of ECE 117

Winter tyres (Aftermarket fitment only) Note no Aftermarket Winter Tyre component approvals are held by ASO for Defender

Off-road tyres (Aftermarket fitment only) Note no Aftermarket Off road Tyre component approvals are held by ASO for Defender

Notes:

ECE: All tyres approved to ECE Regulation 30 unless otherwise stated. EC: All tyres approved to Directive 2005/11/EC unless otherwise stated.

US & Canada: All Tyres must be 'DoT' marked, self-certification covered via CDP&R process.

India: All OE tyres approved to AIS / IS requirment where vehicle is type-approved as “full homologation”

Brazil: All tyres must have 'INMETRO' marking.

For fitment and installation policy, refer to your Marketing / Service department. Tyres listed above may not necessarily be permitted in all markets
Use of lower speed rated tyres (such as winter tyres) are acceptable but if fitted must not be driven at speeds exceeding the tyre rating

Data in sheet correct at date of latest issue

Attachment

Title

Comments

Issue Level

( Date / Issuer)

LR 2589 D

Tyre Markings Defender

A 07/09/2012

B 02/10/2013

C 05/02/2014

D 13/03/2014
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